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Jensen Bridge HAER No. UT-50 
Spanning Green River on U.S. Highway 40 
Jensen 
Uintah County 
Utah 

NOTE: Photographs were taken by John Pendlebury, photographer, January 1987 

UT-50-1 3/4 VIEW OF SOUTH SIDE OF BRIDGE, LOOKING NORTHWEST 

UT-50-2 VIEW SHOWING NORTH SIDE OF BRIDGE 

UT-50-3 3/4 VIEW OF SOUTH AND EAST SIDES, LOOKING FROM EAST BANK OF 
GREEN RIVER 

UT-50-4 VIEW SHOWING WEST APPROACH TO BRIDGE 

UT-50-5 3/4 VIEW OF SOUTH AND WEST SIDES OF BRIDGE, LOOKING FROM 
WEST BANK OF THE GREEN RIVER 

UT-50-6 3/4  VIEW  OF  NORTH  SIDE  OF CENTRAL SPANS,   LOOKING  FROM 
SLIGHTLY BELOW THE LEVEL OF THE BRIDGE.   NOTE THE WATER 
PIPE ATTACHED TO LOWER LATERAL CHORD. 

UT-50-7 VIEW SHOWING TELEPHONE LINE INSULATOR BRACKETS ATTACHED 
TO BRIDGE, LOOKING EAST ALONG NORTH SIDE OF BRIDGE 

UT-50-8 VIEW OF UNDERSIDE OF EASTERNMOST SPAN, SHOWING LATERAL 
AND CROSS GIRDERS, LOWER LATERAL CHORDS, AND CROSSING 
STABILIZERS, LOOKING EAST 

UT-50-9 VIEW SHOWING JUNCTION OF CONCRETE EAST APPROACH SPAN WITH 
STEEL SPAN, LOOKING NORTH.   NOTE ROCKING CAST STEEL SHOE 
ATTACHED TO PIER TO ALLOW FOR EXPANSION OF STEEL SPAN 

UT-50-10 3/4 VIEW OF WESTERNMOST STEEL SPAN, LOOKING SOUTHWEST FROM 
BELOW THE LEVEL OF THE BRIDGE 

UT-50-11 DETAIL VIEW OF CONCRETE PIER IN RIVER, LOOKING WEST.   NOTE 
LEVEL OF UPSTREAM (NORTH) SIDE OF PIER WITH IRON LEADING 
EDGE 
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UT-50-12 DETAIL VIEW OF SOUTH SIDE OF CONCRETE PIER IN RIVER, LOOKING 
WEST-NORTHWEST.    NOTE JUNCTION OF SPAN FRAMEWORKS AND 
STEEL SHOE PIER CONNECTIONS 

UT-50-13 OVERHEAD   VIEW   OF   TOP   CHORDS,   WITH   COLUMN,   ANGLED, 
HORIZONTAL, AND CROSSING SUPPORTS AND STABILIZERS 

UT-50-14 OVERHEAD VIEW OF JUNCTION OF COLUMN AND ANGLED SUPPORTS 
WITH TOP CHORD 

UT-50-15 DETAIL VIEW OF LOWER LATERAL CHORD,  SHOWING U-SHAPED 
STEEL AND RIVETED PLATE CONSTRUCTION 

The following are photocopies of bridge plans, dated 1932, courtesy of the Utah State Road 
Commission: 

UT-50-16 PLAN AND PROFILE OF BRIDGE 

UT-50-17 LONGITUDINAL   SECTION   OF   STEEL   SPAN,    TOP   AND   BOTTOM 
MATERIALS, AND TYPICAL BRIDGE CROSS SECTION 

UT-50-18 LOWER LATERAL SUPPORT DETAIL, HAND RAIL DETAILS, CAST STEEL 
SHOE CONNECTIONS, AND HALF SECTIONS OF CONCRETE APPROACH 
SPANS 

UT-50-19 EAST AND WEST APPROACH ELEVATIONS 

UT-50-20 CONCRETE PIERS IN RIVER 

UT-50-21 TEMPORARY TRESTLE FOR MOVING AND SUPPORTING OLD BRIDGE 
PRIOR TO ITS REMOVAL 
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Jensen Bridge HAER No. UT-50 
Spanning Green River on U.S. Highway 40 
Jensen 
Uintah County 
Utah 

NOTE:  Photographs were taken by John Pendlebury, photographer, January 1987 

UT-50-1 3/4 VIEW OF SOUTH SIDE OF BRIDGE, LOOKING NORTHWEST 

UT-50-2 VIEW SHOWING NORTH SIDE OF BRIDGE 

UT-50-3 3/4 VIEW OF SOUTH AND EAST SIDES, LOOKING FROM EAST BANK OF 
GREEN RIVER 

UT-50-4 VIEW SHOWING WEST APPROACH TO BRIDGE 

UT-50-5 3/4 VIEW OF SOUTH AND WEST SIDES OF BRIDGE, LOOKING FROM 
WEST BANK OF THE GREEN RIVER 

UT-50-6 3/4 VIEW OF NORTH  SIDE  OF CENTRAL SPANS,   LOOKING  FROM 
SLIGHTLY BELOW THE LEVEL OF THE BRIDGE.   NOTE THE WATER 
PIPE ATTACHED TO LOWER LATERAL CHORD. 

UT-50-7 VIEW SHOWING TELEPHONE LINE INSULATOR BRACKETS ATTACHED 
TO BRIDGE, LOOKING EAST ALONG NORTH SIDE OF BRIDGE 

UT-50-8 VIEW OF UNDERSIDE OF EASTERNMOST SPAN, SHOWING LATERAL 
AND CROSS GIRDERS, LOWER LATERAL CHORDS, AND CROSSING 
STABILIZERS, LOOKING EAST 

UT-50-9 VIEW SHOWING JUNCTION OF CONCRETE EAST APPROACH SPAN WITH 
STEEL SPAN, LOOKING NORTH.   NOTE ROCKING CAST STEEL SHOE 
ATTACHED TO PIER TO ALLOW FOR EXPANSION OF STEEL SPAN 

UT-50-10        3/4 VIEW OF WESTERNMOST STEEL SPAN, LOOKING SOUTHWEST FROM 
BELOW THE LEVEL OF THE BRIDGE 

UT-50-11 DETAIL VIEW OF CONCRETE PIER IN RIVER, LOOKING WEST.   NOTE 
LEVEL OF UPSTREAM (NORTH) SIDE OF PIER WITH IRON LEADING 
EDGE 
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UT-50-12 DETAIL VIEW OF SOUTH SIDE OF CONCRETE PIER IN RIVER, LOOKING 
WEST-NORTHWEST. NOTE JUNCTION OF SPAN FRAMEWORKS AND 
STEEL SHOE PIER CONNECTIONS 

UT-50-13 OVERHEAD   VIEW   OF   TOP   CHORDS,   WITH   COLUMN,   ANGLED, 
HORIZONTAL, AND CROSSING SUPPORTS AND STABILIZERS 

UT-50-14 OVERHEAD VIEW OF JUNCTION OF COLUMN AND ANGLED SUPPORTS 
WITH TOP CHORD 

UT-50-15 DETAIL VIEW OF LOWER LATERAL CHORD,  SHOWING U-SHAPED 
STEEL AND RIVETED PLATE CONSTRUCTION 

The following are photocopies of bridge plans, dated 1932, courtesy of the Utah State Road 
Commission: 

UT-50-16 PLAN AND PROFILE OF BRIDGE 

UT-50-17 LONGITUDINAL   SECTION   OF   STEEL   SPAN,   TOP   AND   BOTTOM 
MATERIALS, AND TYPICAL BRIDGE CROSS SECTION 

UT-50-18 LOWER LATERAL SUPPORT DETAIL, HAND RAIL DETAILS, CAST STEEL 
SHOE CONNECTIONS, AND HALF SECTIONS OF CONCRETE APPROACH 
SPANS 

UT-50-19 EAST AND WEST APPROACH ELEVATIONS 

UT-50-20 CONCRETE PIERS IN RIVER 

UT-50-21 TEMPORARY TRESTLE FOR MOVING AND SUPPORTING OLD BRIDGE 
PRIOR TO ITS REMOVAL 


